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Vw01 sCoPEs The wirk covered by this section of the specifications

-  ¢enéistsﬁin furnishing dll plant, labor, equipment, appliances and materials,
ot furnished by.the Government, and in performing all operations in con—

nection with the installation of earpentry, complete, in strict accordance
with this section of the gpecifications and the applicable drawings, and

‘subject” to the terms and conditions of the contract,

| 7-02' MPPLICABLE SPECIFIGATIONS: The following specifications, of

‘the issues listed below but referred to thereafter by basic designation
only, form a part of this_spegifigatibns o :

8, gggeral'sbecifications;

p——

B «-p Approved For :Réleaée 2

QQ-5-636" -

Glue; Ahiméi"(for).Wbodworkingl”

CG45L € ,
. 0-G-456 Glue; Casein~Type, liater~Resistant
- FR-B-56la ' Bolts, Lag; Steel (Lag-Screws)
 FF-B-57la  Bolts; Nuts; Studs; and Tap Rivets
T (and Material for Same)
FF-B-11la  Hardware, Builders; Shelf and Miscel-

L ~laneous .. o T -
FE-B-116b  Hardware, -Builders;. Hinges (Non-templaete)
FE-N-101" -’ Nails; Spikes; Staples and Tacks
FP-N-103 + Nails (Small) and Tacks; Cut, .

- FE-8-1lla  Berews; Wood =~ = -
HE-C-561  Cork; Compressed (Corkboard); for

: L " Thermal Insulation
MM-L~736  Lumber and Timber; Hardwood
WN-I~75ke  Lumber and Timber; Softwood . .
NN--P-00530 Plywood; Flat-Pahel N .
QQ-I~201 Lead; Sheet R

Steel, Garbon (Low'C@rﬁohJ, Sheets & SBtrips |

QQ-S<741 - Steel, Structural (Ingluding’ Welding)
FR-S-141ls  Screening, Wire, Tngect S
IT-G~598 " Compound, Calking, Plastic (for Masonry
o énd Other Structures) -
IT-V-121lc  Varnish; Spar, Water-Resisting R
TT-W-551 Wood-Prescrvative; Chromated-Zine-Chloride
TT.W556a  Wood-Preservative; Coal-Tar-Creosote
T 560 Wlood-Preservative; Coal~Tar-Creosote
o (Crystal Free), (for) Brush, Spray, or
o  Open~-Tank Treatment - L.
TT- Uk 568 fiood-Preservative;, Creosote-Petroleun -

| I-W570
R

s
L IT-l5764

-p-147

001/04/0

Solution = 7' ‘ :
Wood-Prgservative; Pentachlorophenol

-~ Tood-FPreservative; Recommended
" Treating.kFractice’

liood-Preservative; Wolan-Salt (Tanalith)

Mlood-Preservative; Zinc-Chloride

Paper; Building, liaterproofed
9 : CIA-RDP78:05327A000300040014-4 R
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b, Department of Commerce Publicationss

-— -

083549 Hardwood Plywood

54,548 Douglas Fir Plywood

0S157-49  Ponderosa-Flne and Sugar Pine Plywood

R16-39 Lumber—American Lumber Standards for

Softwood Lumber

CS120-48 Standard Stock Ponderosa Pine Doors

CS73-48 0ld grouth Douglas Fir, Sitka, Spruce and
STATINTL wostern Hemlock Standard Stock Doors

7-N3 MATERIALSs

STATINTL

a, Lumber shall conform to the requirements of Federal Specifl-
cations Wh0o736 ond mi-i-751 NN 1 oo vy be
. substituted for the species specified if possessing characteristiecs equal

to those set forth in the grading rules of the american Inspection Bureaus
having jurisdiction over the specified species as listed in Federal Speci~
fications MM-L-736 and MM-L-751, and if approved by the Contracting Officer,

(1) Nailers, Blocking and Cantss No. 2 Grade, Dougles
Fir, Hemlock, Pine, Cypress or approved equal,

(2) Furring, Grounds, Framing epd Bucke; No, 1 Grade,
Douglas Fir, Hemlock, Pine, Cypress or approved equal,

_ (3) Doors_(Veneer Finish)s Birch, White Oak, over khite
Pine core, or approved equal,

(4) Finished Woodwork and NMillwork; including all items
of cabinet work, shelves, counter tops, wardrobes, wainscot, wood base,
door frames, hand railings, trim and other ltems except as specifically
noted hereins Oak, Maple, Birch, Grade a (For counter tops and hand rails);
Douglas Fir, Hemlock, Larch, Pine (Southern), Spruce, Sitka, B & Better,
or approved ‘equal,

(5) Platform Bumperss No, 1 Groade, Cypress, Douglas Fir,
Hemlock, Larch, Pine, Oak or upproved equal.

(6) Finish wood flooring and steps shall be of first grade
~hard Maple, Birch, Beech, or approved equal,

b, Plywood shall conform to Federal Specification NN-P-00530,
with face veneers as hereinafter specified. 3/8 or 1/2 inch plywood
ghall have not less than 5 plies, 3/4 inch plywood not less thun 7 plies
and 1 inch plywood nct less than 9 plies, Type I (fully waterproof)
plywood shall be used whers required and shall be of approved american
manufacture only.

' 702
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(1) Hurdwocd plywood or agproved equal shall conform to
Gommerczal Standard GS-35. Where exposed to full weather, it shall be
Type I (fully Waterproof), and for 1nterior use, it shall be Type iz
(water~re51stant)u .

(2) Douglas fir plywood or approved equal shall conform
to Commercial Standard CS-45 and shall be used for paneling, sheathing,
cabinet work und slmllar work as reguiredﬂ : s

- (3) Ponderosa#pine and sugar pine plywood or approved equal
-shall conform to Commeretel Standard CS-157 and shall be used for concealed
plywoon Interiors of closets, cabinets and similer items, except doors,
interiors of glazed case, floors and shelves, will be ccngidered concealed.

, ¢s Bolbts and nuts shall conform to Federul Specification FP-B-
573, | S |

: d; Galklngﬂoompcund shall ecnform to Federal Specification TT-
G~598 Grade I, for gun dppllcatlon mherever pructicuble.

6. Clamps, expansion boltsi expansion screus, Washers and anchonrs
shall be of steel and iron and of Stgﬂdard type and mqnufucture.

fo Glue,except for certe in plywood (see b, Mbove) shall be

animal type, and shall conform to Fuderal bpeclflcation 0-G-451, of the
grade best sulted for the purpose.

S Lg, ag_sgrews shall confcrm to Federal, Speciflcqtlon ETLB-Séla

h, Nails shall ccnform to Fedcral Specification FP-N-101, or
_ may be the dr1ve~screw or spiral type oi ‘standard menufacture,

1, Sheet 1ead shall conform to Federal Speeification QG-L-201,
Je  SpPer varnish shall ccnfcrm to Federal Speclflcation TT-V-121,
k, Steel plotes and shapess Itums invelving steel plates and

shapes shall be mude of steel eccnforming to Federal Specificaticn Ge-5-741,
of type, grade and class normully used in commerclul practice.

l, Steel shee@g shall conform to Federal Spbclficaticn QG-5-636,
elther hotwcr ccldmrolled, and of the elass, ccndltlon, and flnish best sulted
fer the purpose, - :

me Jhite-lead paste shall cenform to Federal Specification T e

251,

n, bcreen wire shall ccnform to Fedural Speciflcaticn RR-S~141,

e

brass . of bronze, . 18 x 14 mesh, with wire not less than 0,015 inch in dlameter,

oy Nccd screws shall ccnfcrm to Federal Spec;flcqticn ET~6~111.
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*
7~G4 SHOP DRLWINGS aND SsMPLESs ,
a, Shcp drawings for the werk hercinafter designated shull be !
submitted tc the Gcntractlng Officer fcr approval in acecrdance wifh Part’
III, SPEJIAL CONDITIONS, Material shall nct be fabriccted or delivered tc
the site befcre appreved shcp drawings huve been returned tc the eccntracter,
b. Somples cf the fcllrwang*materials shall be delivered tc
the' Ccntracting Officer for testing and apprcval befcre delivery cf these
materials tc the sitei '
Calking cempound - . 2 pcunds
© Glus _ : 1 pint each type
Nails, plugs, bclts,
screws and flccr olips 2 cf. each klnd
Dcors 1l cf each type
Plywccd 1 sample, 1 foot square
g cf each type v
Treuted lumber 1 fcct leng -
. Finish flccring 2 pleces, 1 fcct leng
shewing extremes cf .
; calcr and grain
Metal edgings fer kitchen » N
¢abinet work , 1l fcct each pattern

7-05 LUMBER:

a, Grading of lumber cf the varicus spectes shall ccnferm
to the requirements cf Federal SpecificcticnedM-I-736 and MM-I-751,

b, Sizes and patternss Lumber shall bo surfuced four sides
and the dressed sides of yard and structurcl lumber shell conferm te
tge requirements of Department cf Ccmmerce Simplified Practice Reocmw
- mendation R16, Lumber shall be tcngued and grcceved, shiplapped, cr
werked tc such patterns as are indicated cn the druwings cr spocified, =Y
Worked materiul except a8 ctherwise indicated on the drawinga, shall '
eccnferm tc the standurd patterns cf Depurtment cf Cemmcroe Simplafied
Practice Reconmendcticn RL6,

¢, lNcisture ccptents Unless cthervise Bpebified,'lumber
shtll be either air—dried cr kiln-dried and the mcisture ccntent shall
nct exceed 27 percent.

d.' Stcrages Lumbur ‘delivered tc the sits shcll be carefully
'piled cff the gr<und in such manner as tc insurs prcper drainsge, ventile-
ticn and prctecticn frem the xehthur.

. " 7~06 TREATED LUMBER: Al itcms cf wce d tc be permanently inccrpcr“ted
in the finished strueture, exaept plywrrd and wrrd dccrs, shall be treated
w1th Wtcd prescrvutive. . ; .

'Pen‘bachlcrrphenrl, Federal Specificaticn TI-H-570,

-

7-01: -
Approved For Release 2001/04/09 : CIA- RDP78 05327A000300040014-4

R



STATINTL

Nor

Approved For Release 2001/04/09 : CIA-RDP78-05327A000300040014;4’

s Wﬁlman»&alt (Tanalith), Federal Specificaticn TT-W-573,
" de Zine-Chlcride, Federal Specificaticn TT-W-576,
d, Gfecscte~Petrcleum~Sclution,,Federal Specificaticn TT-W-568,

e« Oonl-Tar-Crecscte, Federal Specification TT-W-560,

If pentachlcrcphencl is used as a preservetive, mineral spirits rust

be used os the penetrating vehicle, Moisture content is to be reduced
to 27 percent prior to pentachlorophenol preservative treatment, Kercsene
nay be used with 5 percent socluticn of pentachlorophencl, Timber to be
treated shall be completely immersed in a bath of the above mixture at
atmospheric temperuture for a period of five hcurs per inch of least
dimension, ,The lumber sc treated must be allowed to dry for a pericd of
30 days, or as directed by the Contracting Officer, prior to the ap-
plication of priming and painting as required under PAINTING; GENERAL,
of these specificutions, Lumber to be fitted, out or worked after the
preservative immersion treatment shall receive a thorough brushed-cn
coat of pentachlorophenol solution of the same mixture used at the plant

Mrﬂj‘.ninmm Nat Retenfion, Pourd

Presenvative o Per Cubic Fool
Wolman Salts (Tanalith) " Dry sal .35
Chremated Zine Chleoride , Pry Salt 75

After using a salt treatwent, the moisturc ccntent shall be reduced to

-nct over 27 peresent. Lumber out or sawed after treatment shall have the
~eut surfaoces thercughly brush-ccated with the same preservative that was

used &t the plant, Lumber nct processed -lceally shall be acecmpanied
by a ecertificate from o reccgnized lumber:treatment company, certifying

‘the size cf the specifie shipment per varying quantities cf prceessed

lumber, the amcunt of treatwment and the pereentage cf meisture after
kiln drying, The Government reserves the right tc apply a methed fer
determining penetration as described in the manGgl issued by the American
Wood-Proserver's Assceiaticn, At the cpticn of the Contracter a hote
and~coldé~bath treatment usiug Welman Salts or Chrefidted Zine Chleride
ney be used lccally, Properties cf ChrematedmZine-Chleride shall be
as required under Federal Specificaticn TT-W-551; of Welman Salt
(Tanalith) es requircd wnder Federal Specificaticn TT-W-573, The
treatment ceonsists in heating the wocd in the preservative in an open
tank at a temperature of 210~220 degrees for 3 hcurs per-inch of least
dimensicns and then eccling it in the preservative for several hcurs,
This moy be accomplished (1) by transferring the wced at the proper
time frem a tank cof het soluticn tc a tank cf ccld scluticnéﬁ(z) by

: 7-05 :
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draining the hct proscrvative frum a single tank and guickly filling 1% '
with ccld, cr (3) mcre slcwly, by shutting cff the heat at the prcper
time and allowing the wood and the hct pressrvutive to ccol together, ;
Crgosote~Petroleum-Solution or Coel-Tar-Creosote shall not be used on

lumber to have painted finish, The process for preserving lumber tc be
creosote~trected shall be as specified for pentachlorophencl except fcr

the 30-day weiting period,

7-07 TENPORaRY SUPPORTS: Wbcd centering or cther necessary
supports for openings in mascnry walls shall be accurstely and strongly
made, prcperly braced and secured in positicn untll masenry has thor-
cughly set,

7-08 aNCHORS shall be installed, where specified cr shcwn cn the -
drawings, tc anchcr carpentry tc mascnry cr concretes Rough bucks
and fromes for decrs, windcws and lcuvers in mascnry cr ecnerete shall
be anchored with 3/16 by 1-1/4 inch straps turned up 2 inches at ends," -
Anchors shell extend not less than 6 inches intoc concrete and 12 inches
. into ccnerete blecks, Anchers shall be placed near top and botticm of A -
. items and nct cver 3 feet cn centers inturmediately, Anchors fcr wall
platee, nct ctherwise shcwn, shull be 5/8 inch bolts, 2 feet 1cng, spaced
appreximately 4 feet ¢n centers and prcvided with washerss

. 7-08 FRaMING lumber and cther rcugh werk shall be clcsely fitted,
accurctely sct tc required lines and levels, and rigidly sccured in
place, Special framing cr ccnstructicn nct explicitly shown cr specified
gshall be previded as required tc ccmplete the werk in the best and mcst
werkmanlike manner, Nailing and spiking shall be dcne in a thcrcugh
manner, using nails and spikes cf ample sizecss Nc shims will be allcved
cn weed ¢ metal bearings,

7-10 WOOD NaILERS fcr metal flashing shall be troated lumber,
Nailers shall be c¢f the sizes und shapes shiwn cn the drawings cr
required tc prcperly secure the metal flushing elcng the edges cf -the
rccf, and shall bs brlted tc ccnerste, Wecd cunts alsc shell be - -~
trcated lumber, - ' ‘

7-11 TOCR BUCKS3 Mas-nry and ccnerete walls and partiticns having
weed deer frames shall have bucks cf 2-inch drossed matericl cf width
equal te thickress cf partiticn cr wull, unless ctherwise indicateds
Bucks shall be braced, sct straight, true and plumb, ond 8ucured with
anchcrs spocifled hereinbefcre,

7—12 GROUNDS: Dresscd weed grcunds shull be’ furnished fer
securing all weed trim and wherever slse roquired, Greunds shall be
set rigid, in perfect alinement, und shall be trued with a lcng
atraightedge.' Grcunds shall be lnl/z inches wide and cf a thickness
tc prcvida for nct less than 3/4 inch cf plaster frem nearest face
of plastor bass material tc the finished fuce cf plaster¢ Tempcrary .
weed grcunds shall be set for plasterhrrk

706
Approved For Release 2001/04/09 : CIA-RDP'78-053:27A0003000400'14-4 .

. : I Sa———



e ad

: Approved For ReleaSé”ZOOﬂQﬁlQO?': C|A-RDP78-05327A0003000400 o

R
SN

g

. [ 7=13 - WTERIOR FINISH'shall be manufactured of the woods specifieds
© " VWood specifi¥d to be stained or finished natural shall be uniform in
s - ¢ color, Interior finish, including doors, shall not be brought into the
© . building until plaster is thoroughly dry, Finish may be stored at the
_.site only in a weathertight shed and at the risk of the Contractor.
o Interior finish shall be milled, fabriecated and erected as shown on
' the drawings, Interior finish shell be machine-sanded at the mill and
" sandpapered smooth at the building when necessary,

e O S
. .

e e e S

- 7~14 -DOOR FRAMES, INTERIOR, shall be as shown on the drawings
~with-stops milled from the solid or rabbeted notiless than 1/4 inch,

- Frames shall be set plumb and square, and secured with finishing nails,

* Double-wedge blocking shall be driven back. of jambs at nailing points,

~also-at back of butts and lock Btrikes; - : ;

: - 7~15 DOORS, GENERaL, shall be of the sizes, thicknesses and design
i  indicuted on'the drawings, and shall be constructed of the species herein-
.. . beforé specified, conforming to the requirements of the National Door
i - o Manufacturers': Assoeiation, Doors shall be free from loocse knots,
| Wer =~ -Wwarpage, ‘cracks and other defects, These defects or excessive shrinkage
R ~-will'be cause for rejection and such doors shall be replaced at the Con-
- “tractor's expense, Doors.shall be sanded smooth for painting or natural
- wood' finishes specified, - Top and:bottom edges of doors shall be given two
- ~eoats of spar varnish at the factory before shipment. : :

" os Flush hollow-core wocd doors shull be of the grid type or
- horizontal bar type, -The core shall be construetod of clear Vhite Pine,
-~ Ponderosa Pine;or’apphoved equaly - No ‘ecre shall contain more than one
“wot gpeeles of wocd, Griditype core shall have-stiles not less than 1-1/8 inches
" “unide’snd'reils not lebs than 2-1/8 inchee %idd, which shell be fitted together with
- SBvateilad jointe or by dorels and steples or by eny other epproved sultcble feosten-
. “?iogs,. 4 lock block shell be provided et theccontorcdf egch stile, 18-indhes long
©‘and wide: cnough-to eover 4-3/i~inch spuce from the edge of the deor to
the inside of the lock blceck,  Oross rails net less than 2-1/8 inches
wide shall be‘Prcvided at the top and bottem of the lock block and shall
\_g - be securely connected to the stilesy The space inside the freme shall
B be filled with o grid formed of 3/lé-inch strips of weed halved together
on approximately 2-Inch centers, The.grids shall be fitted into grocves
provided in the stiles and reils, Horizcental bor type shall have stiles
and rails not less than 4 inches wide, which shall bo fitted together
with dovetailed joints cr by dowels and staples or by any cther appreved
suitable fastenings, - Herizontal bracing burs, 3/8 inch wide and spaced
- approximately 3 inches on centers, sh:ll be housed into the stiles nct
1es§‘thanfl/4 inch deeps 4 lcck bleck and cross rails ot top and bottom
of the lock blcck shall be provided us speeificd for grid type core. The
- entire ccre shall be assenbled with watep-resistant glue and dressed to
uniform planes and tc a thickness of 3/8 inch less thon the speeifisd thick-
ness of the dccry The width-and height of the docr shall be cne inch less
than the specified width ond height of the docr to prrvide for the thickness
of the edge strip, .Fdee veneers shall be birch, mople, gum cr apprcved equal,
shall be %h twc layers on. each face of the docr, and shall be retary cut cr
- sliced, The first layer shall be 1/8 inch thick, applied with the grain at
right apgle to the stiles of the decr,~and the cuter layor.shall be 1/16

L
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inch thick, applied with the grcin parsllel to the stiles cf the deer, 41l
grains shall be matched as directed and in aecerrdance with pottern, 4ll jcints
in the cuter laycr shall be matched for fitting and grcund flush tc previde i
ecntinucus surface with invisible jcints, Tho edge strip shall be cf the same
spceles as the cuter luyer, 1/2 inch thick (expcssd) and of such width thut it
will abut beth the edges cf the inner and cuter vensers, The edge strip shall
be tcngued and greceved intc the stiled and rails, glued and nailec with ample
gize finishing nuils nct mere ‘thon 6 inches cn conters, All veneers shall bs
bended with watercresistant glue applied to 2ll ccntact surfaces and the whcle
decr shall be placed in a gluing press which sholl apply uniferm pressure cver
the entirs dirface ¢f the decr, The ccmpleted deer shall be sanded smecth on
beth faces dfid edges; and all ccrners shall be rounded to 1/32-inch radius,
Size of bettch and tcp rails cf the deer cf any type cf ccre shall be medified
where the docr is tc recelve cleser, kickplcete and any cther surface-applied
hardware as detailed cn Dwgs Nc, 40-01=20, Shoot 1,

[+ Elugg_gglgé-co .org shall have stiles und rails with
vertical~block poncls and l73—inc thlck expcsed) edge stripsy The core

shall be constructed of Douglas Fir, Sitka Spruce, Western Hemlock, or ap- -
proved equal, No core shall containimore than one species of woods The
vertical~block panels shall be made up entirely of wood blocks, surfaced

two sides, not more than 3 inches wide, of varying lengths, bonded together
under pressure with water-resistant glue, with the end joints in adjacent
rows staggered, The blocks shall ‘be laid up with the grain running parallel
and in the direction of the longitudinal dimension of the stile, Stilea

and rails shall be not less thany4 inches wide, The core shall heve one
intermediute rail, 4»1/2 inches wide, st 43 inches from the bottom of tho
door to the cen‘ber of the rail,: The joints of stiles and rails shall be
doweled, glued and stapled, The dowels shall be of hardwood, 3/8 inch in
diameter by 5 inches long, Each joinht shell have at least two dowels.

The entire core shall be assemliled:under pressurs with water—resistant

glue and dressed to a uniform plang and to a thickness of 3/8.inoh less

than the specified thickness of the door, The width and height of the

door shall be one inch less thaq the specified width and height of the

door to provide for the thicknese of the edge strips, Veneers shall be -~
maple, birch, gum or approved equal, in two layers on each face, and shall ‘
be rotary cut or sliced, The inner layer shall be 1/8 inch thick, applied
with the grain et right angle to the stile of the door, and the outer

loyer shall be 1/16 inch thick, applied with the grain parallel to the
atlles of the door, All grains shall be matched as directed and in
ac@grdance with pattern, All joints in the outer layer shall be matched

for gitting and ground flush to provide continuous surfaece with invisible
jointg, The edge strip shall be of the same species as the outer layer,

1/2 ifch thick {exposed) and of such width that it will abut both the

1nner ‘and outer veneers, The edge strip shall be tongued and grooved

into the stiles and rails, glued and nailed with ample size finishing

nails not more than 6 inches on centers, All vensers shall be bonded

with woter-resistant glue, applied to all contact surfaces and the whole
door shall be ploeed in a gluing press which sholl apply o uniform

pressure over the entire surface of the door, The completed door shall

be sanded smooth on both faces and edges, and all eorners shall be rounded

to 1/32-inch rodius, Stiles and rails of the door shall be of solid

stock, not a combination of two or more pieces of wood, (See Dwg, No.
40-01-20, Sheet 1).

7-08
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R R c. Louvered doors shall huve stiles routed out to receive
‘the thVbr slats, Slate shall not be less than 5/1é~inch thick and
o of width required, Doors shall be egual in construction and quality
ool flush hollow doors hereinbefore apocxfled w;th Solld stripp around
“the louvered openlngs. B T T

: d, Stiding doors for closets shall be equul to flush hollow
doors as QGSCleed above ard be provided with rollers and pulls as
spcclfled in the seotlnn, HARDNARu BUILDERo,d?thneesfeclfLCationsgA

+

= : N Poors with grilles in the LM AN BOQs shull be 1nterlor
flnsh hollow doors with openings having solid edges to mateh door edge
strlp and sized. to fit grllles shown on the drawings, .

fo Glazed sliding doors between Living Room “nd Porch,
‘2-Bed Room Duplexes, shall be fabricated of solid stock ‘Douglas Fir,
grade B or better, or approved equals Joints of stiles and rails shall:
be properly Tormed, tightly fitted, blind mortised and tencned and
glued, Panels shall be of plate glass furnished and installed as
‘specified in. the gection GLASS AND GLAZING, of these. speclflcatlonsﬁ
Muntins shall be robbeted as detailed, Hardwood glazing beads shall . .
be appjleu after glaz1n and attached to muntin bars with brass or . .
bronzé serows,.,. Slldmg doors shall be provided with shouves, tracke, R
guides, Bolts and other necessary hardvare for easy ‘ogeration and
security as indicated on the druwings and SLClelOd on ahp s;cnlon,,
HARDWARE, BUILDbRS', of, these speclflcatlons9 L L

7-16 SOLID TRAN..)OME: over doors, whore scheduled and detailed, =
shall be constructed with trim continuvous with Lho door trim ond with
plywood panels, ‘ .

-

717 G&AZLD mRANSOMS\qhall bo a8 detullOC o the araw1ng&o Glass .
stops shall be applaea with screws on one gide, Erqme shall be in one .
plece v1th the door frameu

713 FITklNG, uNGING 4ND TRIMMINGs Doors shall be fitted hung. .
and trimed as hercinufter specified und as indicuted on the drawings,
Doors shall have 1/16-inch cleurance at sides und top and 3/16-inch
clearance over thresholds, unless otherwise direccted by the Contracting
Officer, Doors in openings without thresholds shzll have 3/b~ ch
clearaiices Doors shall be hung and trimmed with hardwars conformlng
to the recvlrmmunis of ‘the soction on BUILDERS!: HaRDiaRE, A11 locks
with stnnuarulzed cascs shall be installed &t the sume heights Knol
locks und knob latchés shall have the cénter of the knob 43 inches above
the finished floor, COylinder dead locks -‘shall' have the centor of the
cylinder ot the sume hblbht as. the center of the oyllndbr or knob lockso

7-19 CLOSET FITTINGS for Glothes, Llncn und Storcge Closets in
2~Bed Room Duplexes, including shelving, shoe racks, drawers and other
miscellaneoug items of wood construction shall e executed in. accord-
ance w1ﬁh the uetalls shown Qn the drawings and the manner horeln

Tl

 Approved For Release 2001/04/09 : CIA-RDP78:083274000300040014-4 (.. ..



Approved For Release 2001/04/09 : CIA-RDP78-05327A000300040014-4 :

specified, Shelves shall be clecated or supported es shewn or Girected
by the Contracting Officer. Exposed edges of plywood shelves shall ’
be faced with hardwood edging, Metal items shull be installed as

indicated in the sections of these spscificatlons, HARDWARE, BUILDERS!

and SHEET METALWORK AND MISCELLANEOUS METALS.

7-20 Cu«BINET WORK shall be constructed in the manner showm
and to sizes indicated on the drawings and as hereinafter specified
of scund kiln-dried lumber ‘and plywood as specified for painted sur-
faces, .

6, Kitchen Cabinets with Sinks and Drcinboards shall be
fobricated of waterprocf plywood, Drcoinboards and splash backs shell
be of 3/4-inch plywcod overlaid with FORMICs or approved egual con-
forming to the provisicns of STATINTL
II, overlaid onc side only, e splash back sha e 81X incheS nigh,
Edges shall be trimmed with stainless steel mclding, Where top inter—
gsects splash back, a stainless steel cove molding shall be applied.
Splash baek shall be returned at wall ends with members properly -
placed with appropriate trimmings snd mcldings and sesurely fastened o
to the wall, Drawers shall be previded with hardwocd fronts, sides
and runners, Pulls fer drawers and doors shall be hardwced, screwed
from the inside, Cabinct shelves shall be weterprocf plywcod with hard-
wood edges., Shelves shall be supported by cleats, Docrs under sinks
shall be sletted as incdicated cn the drawlngs,

be Bed Rocm Olosetg, 4-MaN_BOQss Shelves, cabinet tops
and overhead docrs shall be of plyweod with hirdwccd edgings applied
on expesed edges, Drawer frents, sides and runners shall be fabri~
cated of hardwocd, Sliding docrs shall be installed as hercinbefere
specified and metal accesscries such as hang rods and shoe racks
shall be provided aond installed in accerdance with the prcvisions
of the secticn, SHEET METALWORK aND MISCELLANEOUS METALS cf these
spocificaticns,

ce Fabriccticn and Eregtion: Cabinet weric shall be rig-
idly assembled with jc jcint wcrk glued and use cf preper type cnd size
nails, Nzils cn expesed surfaces to be painted shuall be preperly
set to recelve putty, Fronts and sides c¢f dravers shall be routed
as shown to receive plywccd bottoms, Drawers shall be ceonstructed to
slide easily on runners without binding or stickins, all work shell
be erected straight, level, plumb and true and securely anchored to
walls and floors as indicated by the dr“alngs or directed by the
Contracting Officer,

, d, Hardware necessary for the completion of cabinet
work not hereinbefore specifically mentloned shall be furnished and
installed in accordance with the provisions of the section, HaRD-
WARE, BUILDERS!,of these specifications,

es Shop Drawings: Complete shop drawings for all cab~
inet work in this section shall be submitted by the €ontroctor to
the Contracting Officer for his approvol before.fabrication of any
of the work is started,
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.~ dimension and design as indicated on the drawings, Sheaves, pulls.

»*and other hardware. indicated shall be furnished and installed in
“-Accordance with the provisions of the seotion HARDWARE, BUILDERS', of
these specifications, L DA -

P 3:f;¢7Q21“éSLIDiNG;PANELS under ‘windows shall e constructed of

/4~inch waterproof plywood with hardwood rails and stiles of

7~22 LOUVER P&RTITIONS,: 4-Mall. BOQs, shall be. fabricated os
shown on the dravings with 3/4-inch plywood panels below and above
louver section, Wood surrounds shall be routed one half inch to
‘receive plyvoods The vertical louver slats shall be nailed in pos-
ition indicated by nails through top and bottom faces of head and ,
sill members, Toenailing louver sluts in position will not be permitted,

7-23 SCREEN DOORS shall be as detailed on the drawings of
solid soft wood and shall meet the requirements of Commercial
Standard 05-120-48 or CS 73-48, Grude B, or CS 120-48, Grade 2.
Stiles and rgils shall be rabbeted on one side and the screen shall
be stretched tightly and secured in place with No, 5, 3/8-inch,
copper, double-point tacks, conforming to Federal Specification FE-

'«N~103, at 4 inches on centers, The edges of the screen wire shall

be covered with molding mitered at the corners, Screen shall be as
hereinbefore specified, Before the installation of wire scyeen cloth,

, the surface of the wood framing to receive the screen shall first be
painted in accordance with the section on PAINTING, GENERAL, of the -

specifications, ) , .

7-24 SCREENED PORCHES: &l1 nocessury wood framing shall be

" provided and installed on screened porches, ag detalled on the draw—

ings, to receive the wire screen cloth, Wire screen cloth shall be
as herelnbefore specified, stretched taut, fastened to the wood fram-
ing with No, 5, 3'8-inch, copper, dcuble-point tacks conforming to
Pederal Specification FE-N-103, at 4 inches on centers and covered

. with wood strips of the size indicated on the drawings. Before the
installation of wire screen cloth, the surface of the wood framing

to recelve the sereen shall first be painted in aecordance with

- the section on PAINTING, GENERAL, of these specifications,

 T—25 TYPHOON SHUTTERS for louvered sections benecath windows
shall be. constructed of 3//~inch waterproof plywood with hardwood
edges, nailed and glued as shown on the drawings, Panels shall
be drilled in locations indicated for seouring to openings with wing
bolts as shown, -

‘ 7-26 HaRDWERES Ttems of hardware speecified in section on
HARDWaRE, BUILDIERS!, shall be carefully fitted and securely attached,

- Gare shall be excrcised not to mar or injure existing work, Up-

on completion of the work and in the presence of the Contracting Of-

. $icer, all hordware shall be demonstrated to work freely, cll keys
« shall be fitted into their respective locks and, upon acceptance

of the work, all keys shall be tagged and delivered to the Con~
‘tracting Officer, : e ST ST
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7-27 MISCELL.NEOUS ITEMSt The Contractor shall furnish and
install all miscellaneous items of rough and finish carpentry, not
specifically mentioned in this section of the specifications, elther
shown or not shown on the druwings, but which are required for the
proper execution of the work,

7-28 PRIMING: Millwork, except work to receive stain and varnish
finish, shall be primed as sbecifled in the scetion, PaINTING, GENERaL,
of these specifications,

7-12
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